Global Sales: Head Office:

Units 5 & 6, Oak Tree Place, 7178 Headley ST SE,
Matford Business Park PO Box 649
Exeter. Devon. EX2 8WA, UK. Ada, MI 49301 USA.

Part Number: 30006-0167
Description: DYNAMOMETER

ATP Serial Number: PMHO035699EXT
Date: 2026-03-16

Image: 1 of 2

(%

B3 o00p
ALIDVdVD

o
=<
r4
O
X
m
=
m
=

Page 1/2



Part l\!umber: 30006-0167
2$scr|ption: DYNAMOMETER

P Serial Number: PMH003569
Date: 2026-03-16 o=
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Global Sales:

Units 5 & 6, Oak Tree Place,
Matford Business Park
Exeter. Devon. EX2 8WA, UK.

ADJUSTMENT INSTRUCTIONS

Setting a zero point
Winen using max hand: Turn reddisk until live pointer is

several tick marks beneath 2670, Turn max hand COW until
touches the live pointer. Turn the red disk until both pointers
advance to zero.
When max hand is not used: Turn red disk until live pointer is
on 2610, Move the max hand CW until it is out of range.

See user's manual for more detail.
This instrument is not designed for shock loading. Insure
torque effects are removed. Not for use above rated capacity-

see dial face.
vesen dilonforce com.
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