Global Sales: Head Office:

Units 5 & 6, Oak Tree Place, 7178 Headley ST SE,
Matford Business Park PO Box 649
Exeter. Devon. EX2 8WA, UK. Ada, MI 49301 USA.

Part Number: DSE 2000AL
Description: UV RADIOMETER

ATP Serial Number: PMHO036443EXT
Date: 2026-01-30

Image: 1 of 4

_GPECTROLINE ©
DSE-100X/L

RADIOMETER/

° PHOTOMETER

_SFRTROCNE”
DIX-365A

SETROCNE © . uv-a
© SENSOR

maADE

Page 1/4



Global Sales: Head Office:

Units 5 & 6, Oak Tree Place, 7178 Headley ST SE,
Matford Business Park PO Box 649
Exeter. Devon. EX2 8WA, UK. Ada, MI 49301 USA.

Part Number: DSE 2000AL
Description: UV RADIOMETER

ATP Serial Number: PMHO0036443EXT
Date: 2026-01-30

Image: 2 of 4

E cqupoPm: DIX-SSA/L

NEXT CALIBRATION: | /
CERTIFICATE NBR: !

04 V238V
QuNINY.

J78INONY

3%
L /Ges/4R

OILIHOL

29'18'08°08°L(0) €€ +
o 4 g
DHSSI= /i

Page 2/4



Global Sales: Head Office:

Units 5 & 6, Oak Tree Place, 7178 Headley ST SE,
Matford Business Park PO Box 649
Exeter. Devon. EX2 8WA, UK. Ada, MI 49301 USA.

Part Number: DSE 2000AL
Description: UV RADIOMETER

ATP Serial Number: PMHO0036443EXT
Date: 2026-01-30

Image: 3 of 4

. T T,
gqupoPN: P

5 STty
B on: {7
: \_ASTCN—\BRA“ R

n

Page 3/4



Global Sales: Head Office:

Units 5 & 6, Oak Tree Place, 7178 Headley ST SE
Matford Business Park PO Box 649 ‘
Exeter. Devon. EX2 8WA, UK. Ada, MI 49301 USA.

Part Number: DSE 2000AL
Description: UV RADIOMETER

ATP Serial Number: PMHO0036443EXT
Date: 2026-01-30

Image: 4 of 4

® Model DSE-100X/L
DIGITAL RADIOMETER/ PHOTOMETER

See Operator » .fanual for complete Instructions.

1. Be sure that the sensor used Is appropriate for the spectrol

reglon of Interest.
Plug the sensor connector Into the rece,lacle on ihe back

of the readout unit.
Place the sensor al the point where the imodionce/

filuminance s to be measured.
Tumn on the light source.
Flip the wavelength selector switch 10 the left for uttraviotet

or to the right for visible light.

_The value of the imadiance/illuminance will be expressod
in microwatts per square centimeter (AW / cm?) for ultro-
violet; lux for visible light.

7 . Retum the wavelength selector switch fo the OFF (middie)
position and remove the sensor from the light source.

NOTE: Model DSE-100XB/L Indicates sufficient battery charge
with a green LED signal.
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